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XMODS™ Body Kit for ‘04 Ford SVT Mustang 

With this kit you can convert any XMODS car to a 2004 Ford SVT Mustang. Note that this body kit requires a 
shorter center shaft than those used on the original XMODS (except Acura NSX or RSX). If your original XMODS 
car is not an Acura NSX or Acura RSX, you need to change its center shaft. See Page 2 for instructions. 
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Assemble the body parts in the order listed below. 


1) Install the front bumper to the main body. 

2) Install the hood. 

3) Install the left and right side body skirts. 

4) Install the spoiler. 

5) Install the rear bumper. 
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Install the controller’s new steering wheel. 
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If your original XMODs car is not an Acura NSX or RSX, follow these instructions to 


replace the center shaft. 

1. Detach the antenna from the chassis. 

2. Remove the six screws from the rear upper deck. 



3. Disconnect the motor connector. 

4. Detach the motor holders and motor by 
removing the two screws from each motor 
holder. 



5. Detach the rear lower deck from the chassis 
by removing the two screws. 


7. Re-assemble the rear lower deck. Be sure the 
center shaft goes through the front bearing. 



8. Secure the rear lower deck (at the center of the 
three screw holes) with the two screws. 



9. Apply the rear motor holder to the motor. 

10. Secure the motor holders to the chassis with the 
screws. 

11. Reattach the rear upper deck with the six screws. 
Connect the motor connector. 

12. Remove the front damper screw and detach the 
right and left front dampers. 

13. Loosen the two screws to remove the front 
attachment. Replace it with the new front 
attachment and secure it with two screws. 



6. Replace the center shaft. Be sure the center 
shaft’s D-cut is aligned with the gear’s D-cut. 




dampers 


front attachment 


14. Reassemble the front dampers. 

15. Reassemble the antenna. 
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